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Display:
Red LEDs.  300mm bar / 50 steps.   Brightness adjustment adjustable by potmete 
 
Analogue Input: 
4-20mA.  Two wires.

Function:  
Signal 0-4mA = Bottom LED row is flashing indicating signal is too low. 
Signal 4mA = Bottom LED row is lit up 
Signal 20mA = All LED rows are lit up 
 
Reading distance (recommended)
1-30 meters. 

Unit decals:
Decal with units is free of charge when ordered. For example:
(st, kg, ton, %, °C, pcs)

Power supply: 
10-28 VDC 
 
Operating ambient temperature: 
-30°C  – +55°C.  

IP-class:		  		
IP65 

Energy consumption:		  		
12W

Weight:		  		
2 kg

Size BxHxD:
184 x 450 x 50 mm
 
ArtNr:
See next page 
 
Contact Microbus for information or requests about additional customization or accessories.
Telephone +46 (0) 40 539680
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ArtNr: 100-050-81-30

ArtNr: 100-050-81-29 ArtNr: 100-050-81-31

ArtNr: 100-050-81-32

2 pole signal cable:
Analog Input 4-20mA. 	 Yellow
Digital/Analogue GND	 Green

2-pole cable for external power supply
White			   DC -
Brown			   DC + 10-28VDC

2 pole signal cable:
Analog Input 4-20mA. 	 Yellow
Digital/Analogue GND	 Green

2-pole cable for external power supply
White			   DC -
Brown			   DC + 10-28VDC

1. Brown: Analog Signal mA + 
2. Blue: Analog GND 
3. White: DC IN + 10-28VDC
4. Black: DC IN -

1. Brown: Analog Signal mA + 
2. Blue: Analog GND 
3. White: DC IN +10-28VDC
4. Black: DC IN -

2pcs preattached 3meter cables
Customized decals or no decals

Fixed numbers range: 0-5 
2pcs preattached 3meter cables

Customized decals or no decals.
Preattached 0,5meter, 4 pole M12 male connector 
cable for both PSU and signal. 
The connector uses following M12 pin 
configuration:

Fixed numbers range: 0-5 
Preattached 0,5meter, 4 pole M12 male connector 
cable for both PSU and signal. 
The connector uses following M12 pin 
configuration:
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ACCESSORIES

Outdoor sensor serie AGS54
Closed allround outdoor sensor with external sensory.
To be mounted outdoor in the shadow, in freezing storages, 
etc
MPS-AGS54-TRA1 Range: -50°C till  +50°C
MPS-AGS54-TRA2 Range: -10°C till +120°C
MPS-AGS54-TRA3 Range:   0°C till  +50°C
MPS-AGS54-TRA4 Range:   0°C till +160°C
MPS-KT-AF25-TRA5 Range:   0°C till +250°C

Decals and logos.

Please notify when ordering 
if special logos or decals is 
needed.
		

Logos
&

Decals

Strap on sensors serie AF25
With heatplate for mount on pipes etc.

MPS-AF25-TRA1 Range: -50°C till  +50°C
MPS-AF25-TRA2 Range: -10°C till +120°C
MPS-AF25-TRA3 Range:   0°C till  +50°C
MPS-AF25-TRA4 Range:   0°C till +160°C
MPS-AF25-TRA5 Range:   0°C till +250°C

Cablesensors serie TF25
For measurement of gases or fluids.

MPS-TF25-TRA1 Range: -50°C till  +50°C
MPS-TF25-TRA2 Range: -10°C till +120°C
MPS-TF25-TRA3 Range:   0°C  till  +50°C
MPS-TF25-TRA4 Range:   0°C  till +160°C
MPS-TF25-TRA4 Range:   0°C  till +250°C

Wireless etc

Other types of sensories are 
available on request.

 
Contact Microbus for information or requests about additional customization or accessories.
Telephone +46 (0) 40 539680


